
PRODUCT SHEET: GRACE 4 COLUMN 960MM

Heat output per section: 137 Watts / 467 BTUs

Leg section height: 960mm

Middle section height: 895mm

Section length: 60.5mm

Radiator depth: 175mm

Bottom inlet to floor: 110mm

Top inlet to floor: 910mm

Pipe centres to skirting board: 90mm

Empty weight leg section: 8.2kg

Empty weight middle section: 7.6kg

Internal volume section: 1.6 l

Radiator sections: Cast iron

End caps and reducing bushes: Cast iron

Guarantee

Our radiators are assembled and painted in the UK to the highest standards, with every one double-tested before being dispatched. Our
guarantee lasts ten years and covers not only manufacturing defects but also damage during transit.
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 RT25 Vertical Fixing Instructions

Head Office
The Radiator Centre, 7 Holywell Hill, St Albans, AL1 1EU

Tel: 01727 840344

Kcal = Watt x 0.860 
BTU = Watt x 3.413

Watt ∆t 60° = Watt ∆t 50° x 1.265 
Watt ∆t 40° = Watt ∆t 50° x 0.750 
Watt ∆t 30° = Watt ∆t 50° x 0.518 
Watt ∆t 20° = Watt ∆t 50° x 0.307
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