
Head Office  


Tonda Fixing Instructions


The Radiator Centre, 7 Holywell Hill, St Albans, AL1 1E 

Tel: 01727 840344  


The radiator is normally supplied with upper hooks and lower connections already correctly 

positioned for wall mounting. Most radiators are provided with two lower connections placed 

at the ends of the radiator body and one or two upper hooks. Anyway radiators with larger 


overall dimensions require additional connections and hooks. They will be pre-assembled on 

the radiator and should not be removed. 


WARNING! if you employ a lower number of connections and hooks than the ones supplied by Margaroli Ltd., 

the radiator could come off the wall.


Measure the distance "X" between centers of the 2 upper hooks.


Fasten and even the hooks to the wall respecting the distance "X" by using screw 
anchors suitable to the type of wall on which you want to place the radiator.


The anchors provided by Margaroli Ltd. are suitable for walls made by solid bricks with a 
dense structure, or for walls made with bricks with compact structure. 


WARNING ! choosing the correct screw anchors  is very important. The use of not suitablescrew anchors may not ensure 

a correct mounting of the radiator and may cause damage to people/animals or objects. 
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To facilitate placement of the radiator, keep in mind that the upper edge of the hooks 

corresponds to the upper edge of the radiator.


Plot the position of the lower connections. Remove the radiator from the wall, remove 

lower connections and plot the point of drilling, placing the lower connections on the tracing


performed.


Fasten lower connections using suitable screws. Replace the radiator to the wall, 

Make sure that it is securely hung again and that the upper hooks in Figure 2 are aligned.


Pre-mount on the radiator the lower connections using the screws and washers supplied.


Hang the radiator to the upper hooks at the distance to the wall desired 1 = 10/15mm from 

the wall 2 = 20/25mm from wall, and make sure that the radiator is well hung and the two 


hooks are on the same level. 

CAUTION: If the two hooks are not on the same level it means that the radiator is not well hung so you will not have to 


proceed to fixing of the radiator as long as it will not be well hung and hooks are aligned. 
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CAUTION: If the plans are not aligned means that the radiator is not securely hung, do not continue as long as it is not

positioned properly. If the radiator is not correctly hung, it may fall to the ground, damaging people, animals and objects. 


At this point, for items to water, make the hydraulic connection (following the instructions 

of the hydraulic diagram), instead to connect the electrical items Scuko the electrical outlet.


At this point terminate the fixing of the radiator, blocking the same with the screws and 

washers provided.


CAUTION: The children under 8 years old must be kept away from the appliance even unplugged. Some parts of this

product can become very hot and cause burns. Particular attention has to be given where children and people are  present.


fig 6



