
4. WARNING AND GUIDANCE: 
 
- The temperature of the water inside the radiator must not exceed the 95 C° 
- The working pressure of the radaitors must not exceed the one written in the tecnical data; 

 - The system where the radiator is installed must be a cloose loop one (Not sanitary system) 
- The water of the system must not be corrosive and with a hardeness number too high. You 
must be compliant             
   with the  UNI 8065/89 regulation  on the water treatement for the heating system. 
- The system must not present any metal residual , mill scale, fat and gas. 
- Check periodically that there is no air inside the radaitor, that could be cause of radiator dete-
rioration. 
- In the case you use a corrosion inhibitor it must be compliant with all the materials present in 
the radiator . 
- In the case you use an antifreez liquid it must be compliant with all the materials present in the 
radiator. It must     
  not be used pure but diluted before entering in the system. 
- Do not lean against the radiator 
- Hot surface, danger of burning.  
- Danger in case of crash 

 

5. PRODUCT MAINTENANCE  
To clean the radiator do not use abrasive or chemical product. Use only water. 
 
6. WARRANTY TERMS 
The Brandoni product is coverd with a 5 Years warranty a part of the electrical and electronic elements 
covered by a 1 Year warranty. 
No warranty is granted in connection with faults resulting from improper use, from modifications 
or repairs carried out by unauthorised personnel on the equipment and/or system, or if the in-
structions set down in this booklet are not followed . 
 

7. CONTACTS  
 

For furhter information contact the  Customer care of Brandoni srl in Italy to the  
+39 071 7822026  

    Monday to Friday from 08:00 am to 12:00 pm  and from  the 02:00 pm  to the  6:00 pm. 
(italian time). 

 You can consult our web site  www.brandoni.com and for further information  
info@brandoni.com 

Brandoni Srl 
Via O.Pigini,2  60022 Castelfidardo (AN)  

tel: 071 7822026  fax: 071 7821772 
mail: info@brandoni.com  Internet: www.brandoni.com  

    ITA model ZOOM 
 
 
Dear customer thank you for choosing a Bran-
doni design radiator to heat your premises. A 
strong tradition combined with innovation and 
research give us the condition to create radia-
tors with the highest quality standard and func-
tionality. Our mission is to supply a reliable 
product with the best design that is able to 
meet the strictest requirements in safety and 
excellence. Brandoni offers 3 different lines  of 
radiators: Bathroom, Home and Design to fulfill 
all your needs. This guide contains the installa-
tion instruction and the use and maintenance  

manual.   

 

The manual contains the following informa-
tion: 

1. The supply 
2. Technical data of the product 
3. Mounting and installation instruction 
4. Warning and guidance 
5. Maintenance of the product 
6. Warranty conditions 
7. Contacts 

2. Technical data of the product: 
 
 

Testing pressure:  9 bar 
Max working pressure: 7 bar 
Max working temperature  95 °C 
Connection: G ½ 

1. The supply contains: 
a. radiator 
b. self-tapping screw 10x66 
c. fischer plugs 10x66 
d. nr. 1 air-vent 
e. nr. 1 cap 
f. fixing sistems 
g. washers 8,4x24 
h. screws M5x20 

Optional supply: valves ZE 105  
 A. n.2 tangs  
 B. valves 
 C. rubber tips  
 D. plates  
 E. split washer  
 F. pipe wrench  



 

 
 

 
1   Install the air-vent as illustrated  

 

2 Make 2 holes of 10mm of diameter and 
70 mm of depth into the wall (to position 
the holes check the technical ) 

 
3 3 Insert the plastic plugs in the holes.  

 

4 Fix the wall support (C) to the wall  

5 Insert the adjusting screw M5x20.  
Repeat the phases 4 and 5 also for the 
other wall support . 

 

6 Support the superior collector of the 
radiator on the wall support fixed in the 
wall.  
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ATTENTION! 
Ensure that no tubes or electric devices are in the place where you will 
screw the wall support   
Ensure the wall plug is suitable for the material of the wall (the suggested 
material are wood or plaster )  
Avoid to screw with to much strengh the air-vent and the cap not to occur in 

painting problems. Ensure the right dimensions of the holes, according to the technical 
drawings. The installation of the radiator must be execute only by practised and 
authorized  staff.  

IN CASE WE SUPPLY THE VALVE  ZE105: 
 
7. Screw the 
tang (A) to the 
threaded bu-
shing placed in 
the bottom part 
of the radiator. 
 
 
 
 
 
 
 
8. Couple the 

valve (B) at the tang (A). Insert in the copper pipe the pipe wrench (F), the split washer (E) and the 
plate (D). Insert the rubber tips (C) in the valve corp (B). Tighten the pipe wrench (F) at the valve corp 
(B) 
9. Open the air vent with a screw-driver.  
 

10. Open the supply 
valve (1)and  effect 
the filling in of the 
radiator by coming 
out the air acting on 
the air vent. 
 
11. Close the air 
vent when  the water 
starti to leak (10) 
and open the      
lockshield valve (2). 
  
N.B: Avoid to 
thighten to much 
the tang, the air-
vent and the cap, it 
could damage the 
radiator or the 
painting. 
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